用法：

   一头接并口打印机的DB36并口，另一头接计算机USB端口。

   打开打印机电源，插入计算机USB端，WINDOWS提示找到新硬件。

   对于WINDOWS 2000/XP会自动安装默认驱动程序，然后提示找到打印机并进行自动安装。

   对于WINDOWS ME需要指定DRIVER/WINME目录安装微软的驱动程序，然后提示找到打印机并安装相应的驱动程序。

对于WINDOWS 98需要指定DRIVER/WIN98目录安装USB转并口的驱动程序，并安装并口驱动，然后提示找到打印机并安装相应的驱动。

注意事项：
在[控制面板]/[打印机]右键点击的属性中，

选择[端口]或[详细资料/后台打印设置]中关闭[启用双向支持]。

USAGE:

1. one point connects to the DB36 port of combing printer,and another point connects to the USB port of computer.

2. please turn on the printers’s power and insert this into the USB port.The WINDOWS SYSTEM will inform that :the computer has found a new hardware.

3. To the WINDOWS 2000/XP system, system will automatically find and recognize the driver, then inform you that it has found the printer and the automatical setting up will go on immediately.

4. To the WINDOWS ME, it needs to direct to the catelogue of DRIVER/WIN98 and set up the driver of printer’s combing port.The computer will inform that it has found the printer and will set up the compatible driver immediately.

NOTE:

1. You should use the right buttom to click at printer in the control board of computer.

2. You should close the “beginning bilarel support” in the “port menu” or you should close the “beginning bilarel support” in the backstage’s setting of printer inside the details.

用法：

   一头接并口打印机的DB36并口，另一头接计算机USB端口。

   打开打印机电源，插入计算机USB端，WINDOWS提示找到新硬件。

   对于WINDOWS 2000/XP会自动安装默认驱动程序，然后提示找到打印机并进行自动安装。

   对于WINDOWS ME需要指定DRIVER/WINME目录安装微软的驱动程序，然后提示找到打印机并安装相应的驱动程序。

对于WINDOWS 98需要指定DRIVER/WIN98目录安装USB转并口的驱动程序，并安装并口驱动，然后提示找到打印机并安装相应的驱动。

注意事项：
在[控制面板]/[打印机]右键点击的属性中，

选择[端口]或[详细资料/后台打印设置]中关闭[启用双向支持]。

USAGE:

5. one point connects to the DB36 port of combing printer,and another point connects to the USB port of computer.

6. please turn on the printers’s power and insert this into the USB port.The WINDOWS SYSTEM will inform that :the computer has found a new hardware.

7. To the WINDOWS 2000/XP system, system will automatically find and recognize the driver, then inform you that it has found the printer and the automatical setting up will go on immediately.

8. To the WINDOWS ME, it needs to direct to the catelogue of DRIVER/WIN98 and set up the driver of printer’s combing port.The computer will inform that it has found the printer and will set up the compatible driver immediately.

NOTE:

3. You should use the right buttom to click at printer in the control board of computer.

You should close the “beginning bilarel support” in the “port menu” or you should close the “beginning bilarel support” in the backstage’s setting of printer inside the details.
